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Technical Information 
Satellite Information 
Satellite: Galaxy 17 

Transponder:  9 C 

Orbit Location: 91° W 

 

Cisco PowerVu IRD setup 

Platform: Cisco PowerVu Plus – DES Encrypted IRD setup 

Downlink Frequency:  3.880 GHz 

Polarity: Horizontal 

Symbol Rate: 30.0  

Network ID:  799 

FEC Rate: 5/6 

Rolloff: 0.20 

Modulation: DVB-S2 8PSK 

PID Map Structure 
Outdoor 
Channel 

Sportsman 
Channel 

World 
Fishing 

Network 

Service/Channel # 4 5 3 

PCR (MPEG4 Video) 400 500 300 

AC3 (Dolby Digital Audio) 410 510 310 

MPEG Audio 411 511 311 

SCTE-35 (DPI Trigger) 450 550 350 

 
Technical Support 
 

Outdoor, Sportsman, and World Fishing Network Affiliate Relations:  AffiliateAdmin@teamKSE.com 

Uplink Engineering: 303-925-2922 ALTENG@TeamKSE.com 

mailto:AffiliateAdmin@teamKSE.com
mailto:ALTENG@TeamKSE.com


Downloads 
Entire D9800 Manual: https://www.cisco.com/c/en/us/td/docs/video/headend/Digital_Receivers/D9800/V3-

25/Guide/b_d9800_guide/b_d9800_install_guide_chapter_01.html 

Calm Act Certification  

Closed Captioning and Children's Programming Certification 

 

https://www.cisco.com/c/en/us/td/docs/video/headend/Digital_Receivers/D9800/V3-25/Guide/b_d9800_guide/b_d9800_install_guide_chapter_01.html
https://www.cisco.com/c/en/us/td/docs/video/headend/Digital_Receivers/D9800/V3-25/Guide/b_d9800_guide/b_d9800_install_guide_chapter_01.html
http://outdoorchannel.com/content/downloads/Closed-Captioning-and-Childrens-Programming-Certification-Q316.pdf

